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CAN/CSA B182.13/2021-10-01 Profile polypropylene (PP) sewer pipe and fittings for leak-proof  
sewer applications 

Certificate number: 

Issue date: 

Expiry date: 

2058 

2024-04-25 

2026-04-30 

 

THE ANNEX IS AN INTEGRAL PART OF THE CERTIFICATE. 
 

 

DUAL WALL OPEN PROFILE PIPES WITH ANNULAR CORRUGATIONS* 

Diameter, mm Product Code 

300 
12300020IBPP+1266MG 

12300013IBPP+1266MG 

375 
15300020IBPP+1566MG 

15300013IBPP+1566MG 

450 
18300020IBPP+1866MG 

18300013IBPP+1866MG 

600 
24300020IBPP+2466MG 

24300013IBPP+2466MG 

750 
30300020IBPP+3066MG 

30300013IBPP+3066MG 

*  Minimum Stiffness of 320 kPa, at 5 % deflection. 

   The trade name of these pipes is: 

▪ SaniTite© HP Sanitary Pipe with watertight Bell and Spigot (HP DW) joining system. 

 

HISTORY 

Date Description 

2015-10-09 Update to CAN/CSA B182.13 2015-03-01 Certification requirements. 

2016-04-05 Certificate renewal. 

2018-04-30 
 

Update to CAN/CSA B182.13/2015-03-01 M1 (2016-06-01) Certification requirements. 

Certificate renewal. 

2020-04-28 Extension of the expiry date of certificate to 2020-10-31. 

2020-10-27 Certificate renewal. 

2022-04-26 Certificate renewal. 

2024-04-25 
 

Update to CAN/CSA B182.13/2021-10-01 Certification requirements. 

Certificate renewal. 

 


