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BNQ 3624-130/2015-01-21  Unplasticized Poly(Vinyl Chloride) [PVC-U] Pipe and Fittings - 
Pipes of 150 mm in Diameter or Smaller 

Certificate number: 

Issue date: 

Expiry date: 

220 

2023-10-16 

2025-04-30 

 

THE ANNEX IS AN INTEGRAL PART OF THE CERTIFICATE. 
 

Sewer PVC Pipes 

Trade Mark 
Outside 
Surface 

Wall Type Category Assembly Diameter 

“Drainloc” Smooth Single O 
Solvent 

Cement Joint 
75 mm, 100 mm and 150 mm 

“Duraloc” Smooth Single O 
Gasket 

Seal Joint 
100 mm, 135 mm and 150 mm 

“Duraloc” Smooth Single R 
Gasket 

Seal Joint 
100 mm, 135 mm and 150 mm 

“Drainloc” Smooth 

Single, 
perforated to 
prevent ocher 

deposits 

O 
Solvent 

Cement Joint 
100 mm 

 

HISTORY 

Date Modification description 

2017-03-08 
Amendment of the certificate in reference to the 2015 edition of the standard and the 
certification protocol. 

2017-05-01 

 

Addition of “Drainloc” product 100 mm, Category “O”, with solvent cement joint and 
perforated for ocher drainage. 

Renewal of certificate. 

2019-04-15 Renewal of certificate. 

2021-04-19 Renewal of certificate. 

2023-04-27 Renewal of certificate. 

2023-10-16 Modification of the business name. 

 

 

 


