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BNQ 3624-115/2016-04-11  Polyethylene (PE) Pipe and Fittings for Soil and Foundation 
Drainage 

Certificate number: 

Issue date: 

Expiry date: 

4205 

2023-09-27 

2025-09-30 

 

THE ANNEX IS AN INTEGRAL PART OF THE CERTIFICATE. 
 

FLEXIBLE PIPE WITH ANNULAR CORRUGATIONS 

Diameter, in mm Type1 

100 1, 2 and 3 

150 1, 2 and 3 

200 1, 2 and 3 

NOTE 1 -There is no trademark for the subsurface drainage pipes. 

1: non-perforated. ⎯ 2: perforated (1,0 mm to 2,0 mm). ⎯ 3: perforated (greater than 2,0 mm). 

 

DESIGNATED FITTINGS COMPATIBLE WITH CERTIFIED PIPES 

Diameter, in mm Type Product code Manufacturer 

100 Split Coupler 2-04-0000-CP-00SC Soleno 

150 Split Coupler 2-06-0000-CP-00SC Soleno 

200 Split Coupler 2-08-0000-CP-00SC Soleno 

NOTE ⎯ The designated fittings are not BNQ certified fittings. However, BNQ submit designated fittings to required testing to ensure their 

compatibility with the certified pipes. 

 

 

HISTORY 

Date Modification description 

2023-09-27 Issuance of certificate. 

  

 

 

 


