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FOREWORD 

This document was prepared in consultation with a Certification Protocol Development Committee, 
whose members were: 

BEAUDOIN, Pierre L. Fonderie Laperle, div. des Fonderies Bibby 
Sainte-Croix inc. 

DANIS, Isabelle Mueller Canada inc. 

DE AGOSTINIS, Normand Association de recherche sur les tuyaux en fonte 
ductile (DIPRA) 

DUCHESNEAU, Guillaume Ville de Québec 

LAROCHE, Jean-François Fonderie Laroche ltée 

MEILLEUR, Alexandre Association des ingénieurs municipaux du 
Québec (AIMQ) 

PHARAND, Jacques Ville de Montréal 

RAMIREZ-ORTEGA, Marjorie Ministère des Transports du Québec (MTQ) 

ST-LAURENT, Serge Tuyauteries Canada ltée 

 

HOUDE, Benoit (Project Leader) Bureau de normalisation du Québec (BNQ) 
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DUCTILE-IRON PIPE AND COMPACT FITTINGS, 

AND GRAY-IRON OR DUCTILE-IRON CASTINGS FOR CIVIL 

ENGINEERING WORKS  CERTIFICATION PROTOCOL 

1 PURPOSE 

The purpose of this document is intended to establish a certification protocol for ductile-iron pipe 
and compact fittings, and gray-iron or ductile-iron castings (manhole frames, grates, covers, 
cesspool traps and valve boxes) for civil engineering works, according to the requirements of 
Standards AWWA C153, NQ 3221-500 and NQ 3623-085. 

NOTE  Standard AWWA C153 on ductile-iron compact fittings is only published in English. Standard 
NQ 3221-500 on gray-iron or ductile-iron castings (manhole frames, grates, covers, cesspool traps and 
valve boxes) for civil engineering works is only published in French. Standard NQ 3623-085 on ductile-
iron pipe for water pressure piping systems is published in both French and English. In case of 
incompatibility, the French version prevails. 

This document is for manufacturers seeking to have the conformity of their products recognized by 
the Bureau de normalisation du Québec (BNQ). 

It is important to note that at the time of publication of this protocol, the document Certification 
Requirements AWWA C153 is not published. It is only when the document will be published that 

Certification Program AWWA C153 may be offered. Please contact the BNQ customer 
service to learn about the publication date of the document. 

2 NORMATIVE REFERENCES 

In this document, a dated normative reference means that this specific edition shall be used, while a 
non-dated normative reference means that the last edition of this reference shall be used. 


